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OWNER’S MANUAL



Thank you for choosing a DEDAcciai product. 
We in DEDAcciai develop, manufacture, and constantly test our products in order 
to maintain the highest standards of quality.
We ask for your collaboration to preserve and correctly use DEDAcciai 
components.
To achieve this, we invite you to read these instructions carefully and retain 
this manual for future use. If you sell your DEDAcciai frame or components to 
someone else, please include this manual.
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FLASH 2

The following manual shows you what is important to know about your Dedacciai 
Strada frame you are going to purchase and/or to equip as bicycle.

We highly invite you to carefully read it and to periodically check the website 
www.dedacciaistrada.com in order to be updated regarding further information, 
new advices, updating review and eventual technical recall due to defective 
products.

USE LIMITS

Frame set respecting rules ISO 4210 – EN 14781
Frame set for bicycles intended for use on roads with smooth surfaces

•	 Bags or panniers should not be mounted onto the frame
•	 No passengers should be carried except the rider
•	 Do not expose the frame to temperatures above 65 °C (150 F)
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We highly suggest to equip your Dedacciai Strada frame kit to professional and 
qualified mechanic official Dedacciai. 

Every year, or every 5.000 km, inspect and check-up the frame for the grease operation 
service, in that occasion it is important to check carefully the frame with particular 
regards to the connection between head tube and down tube, down tube to bottom 
bracket. Also inspect carefully the front fork with particular regards to the steering tube.

Before every ride, it is recommended that the entire bicycle is checked, with particular 
attention to the frame, in order to detect any possible cracks. Suspected cracks should 
be checked with your local dealer. The areas that require particular attention are the 
down tube-head tube joint and the seat tube-bottom bracket casing. Furthermore take 
care of the following listed points:

•	 Inspect that the fork rotates freely with the common headset tolerance. Check the 
stem to be correctly tightened to the steering tube. 

•	 Check that the handlebar is tightened to the stem at the suggested Nm. 

•	 Inspect the plate fixing bolts of the stem by checking the correct position and the 
integrity. Also check that the plate does not show any cracks or abrasions.

•	 Check the tightening bolts of the stem on the steering tube by checking that they 
are in the right position, the filets must not have no cracks or abrasions.

•	 Check the saddle stability on the seat post. If appears irregular movements, 
before tightening definetly, check further saddle and seat post in order to verify 
the components integrity. 

•	 Ensure that the seat post is not able to rotate in the seat tube and it dont flex in the 
frame. If occurred, before tightening the seat clamp, disassemble the seat post 
and inspect it in order to verify its integrity. 

After a fall or an accident it is required to check deeply all 
the bicycle and frame!

We remind you that composite materials can suffer damage and can de-laminate in 
hidden areas after an impact or shock. They can break without warning. Both unusual 
noises and abnormal handling are signs of potential danger! These should not be 
underestimated. A qualified technician should check the bicycle!

WHAT IS IMPORTANT FOR YOUR SAFETY?
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Triathlon and chrono super-aero frame kit for road purpose on smooth roads.

The frame has been thoroughly and intensively engineered with the purpose of 
taking advantage in the air penetration. These combined technologies offer up to 
3.8km/h advantage in the average speed, and up to 20 watts saving power to an 
average 40km/h breakaway.

The aero oversized tube shape is engineered with the use of extremely high 
modulus carbon. This results in a very light frame, without compromising stiffness. 
The dual purpose internal cable routing uses the same holes for mechanical and 
electronic shifting, resulting in a very clean design without excess holes. 

Dedacciai engineers have intensively work in decreasing front surface in order to 
get the best air penetration profile thanks to the association of top tube, stem, 
handlebar.

Each FLASH 2 frame carries a serial number, stamped underneath of the down 
tube, close to the bottom bracket. The serial number is used for traceability and 
warrantee purposes. Do not remove or grind the number.

4.1 MATERIAL

Mitsubishi Carbon fiber MRC MRC60/40

•	 MRC 60T front monocoque 

•	 MRC 40T rear triangle

•	 Carbon BB86 bottom bracket

•	 Carbon drop-out with 6 mm off-set (rear drop-out with reinforced alloy body)

•	 Alloy front derailleur hanger brazed-on-type via bolts

•	 Alloy rear derailleur hanger

4.2 WEIGHT

•	 1200 grams for M size in painted conditions

•	 FLASH 2 fork weights 400 grams in painted conditions (the weight of painted 
frame and fork may differ from the mentioned weight of ± 7%)

THE FLASH 2 FRAME KIT 
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4.3 Geometry

Refer.design
SIZE

S M L XL

A 486 502 523 545

B 510 535 555 574

C 54 70 90 110

D 77° 77° 77° 77°

E 72° 73° 73° 73°

F 388 388 388 388

G 557 567 590 614

H 382 392 411 430

I 452 470 489 508
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4.4 CABLE ROUTING AND COMPATIBILITY

The FLASH 2 is compatible for:

•	 Mechanical groupsets inner equipment via alloy parts and regulators

•	 Front derailleur brazed on type

MECHANICAL CABLE ROUTING Below the parts needed for a mechanical groupset

•	 Electronic groupsets: Shimano Di2 & Campagnolo EPS internal equipment

•	 Front derailleur brazed on type 

•	 The battery has to be mounted underneath the down tube through available 
rivets. Possibility to install the battery inside the seat tube through available 
adaptor.

ELECTRONIC DEVICES CABLE ROUTING Below the parts needed for electronic 
groupset

3

1

2

4

rear brake cable wire

anterior/posterior derailleur cable

rear derailleur mechanical cable

anterior derailleur mechanical cable

4

1 2

3 3
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For front derailleur cable hole, please follow below to assemble different plug, 
when you choose different routing.

For rear derailleur cable hole, please follow below to assemble different plug, when 
you choose different routing.

Please using tie to bind the DI2 battery on the battery cover. You can follow up with 
below picture to operate.

Page 3 /Page 6 

4. For rear derailleur cable hole, please follow below to assemble different 
plug, when you choose different routing. 

Page 4 /Page 6 
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5. Please using tie to bind the DI2 battery on the battery cover. You can 
follow up with below picture to operate.
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5.1 FORK

F-23 full carbon tapered steering tube with the following features: 

•	 carbon blades
•	 carbon drop out with metal disc support post mount suitable 160 mm rotor 

disc
•	 Finishing: External lamination UD
•	 Steerer: 1”1/8 top 1”1/2 bottom, 
•	 Steerering tube length 300 mm
•	 Rake 45 mm
•	 Recommended compression plug: Dedacciai 23,5 mm part code n°EXP
•	 Weight 370 grams

When frame and fork assembled, please make sure the pin is in the position of the 
groove of the angle control plate.

5.2 HEADSET

45° Semi oversized angular contact bearing part code n° SSDR23

•	 Upper bearing: 1 1/8”
•	 Lower bearing: 1 1/2”

PARTS AND ASSEMBLING

Page 2 /Page 6 

2. When frame and fork assembled, please make sure the pin is in the 
position of the groove of the angle control plate. 

3. For front derailleur cable hole, please follow below to assemble different 
plug, when you choose different routing. 
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5.4 SEAT POST EQUIPMENT

The FLASH 2 frame kit allows the custom aero seat tube of 235 gr. The seat tube has 
to be insert in the frame for at least 80 mm or in any case the minimum size shown 
by the constructor.
Tightening is operated by an alloy expander through an hidden alloy screw in the top 
tube. Plastic cover in order to avoid air turbulence.
Do not exceed 10Nm torque concerning the closing band through wrench torque. 
An unnecessarily high torque creates a detrimental radial stress on the seat tube. 
Serial code n°3RCSP07.

Do not exceed the available off-set of the saddle. Saddle and seat post work properly 
in the middle range. An exaggerated forward position or toward position can generate 
a supplementary traction on the bolts. In case it needs a different off-set consider to 
amend the saddle with an improved or modify the existing in the best ergonomic 
position.

OK

no!

OK

no!

5.4 BOTTOM BRACKET
The bottom bracket is press fit 86 alloy with a diameter of 41 mm and width of 86,5 
mm.

5.5 HANGER REAR DERAILLEUR
The hanger, used for the FLASH 2, is the alloy part n°FRCDFLH.

5.6 BRAKES
The special FLASH 2 Brakes are integrated and included in the kit. 
In particular cantilever TRPS brakes are positioned under the chain stay. Both the 
brakes are covered by carbon fairing. 
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TT BIKE BRAKE OPERATING INSTRUCTION

Please prepare below tools, so that we can follow below process to operate.
Tooling name:
•	 Allen wrench:2.0mm/3.0mm/4.0mm;
•	 Torque wrench
•	 Pinchers
•	 Grease
Once the tooling is ready, so that we can start to assemble the brake!!

1ST STEP: PLEASE CHECK THE BRAKE PARTS NO./Q’TY. 

When you open the carton, you will find 2 brake packages, each bag should be 
included below parts. PS: In future, each frame cartons will be put into 2 brake 
bags. One is for frame, one is for fork. Please make sure you get 2 brake bags and 
check each one parts below :

Page2 /Page 17 

 

1st step: please check the brake parts no./Q’TY. 
 
When you open the carton, you will find 2 brake packages, each bag should 
be included below parts. 
PS: In future, each frame cartons will be put into 2 brake bags. One is for 
frame, one is for fork. Please make sure you get 2 brake bags and check 
each one parts below : 
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1st step: please check the brake parts no./Q’TY. 
 
When you open the carton, you will find 2 brake packages, each bag should 
be included below parts. 
PS: In future, each frame cartons will be put into 2 brake bags. One is for 
frame, one is for fork. Please make sure you get 2 brake bags and check 
each one parts below : 
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Number Part Name Q’TY 

A Brake body 1PC 

B Brake arm(W/sheave) 2PCS(L/R) 

C Brake arm 2PCS(L/R) 

D Brake spring 1PC 

E Triangle block 1PC 

F M5 screw and washer 2PCS 

G Adjusted screw(M4) 2PCS 

H Slipping block 1PC 

I Screw(M6) 1PC 
J Screw(M3) 1PC 
K Brake cable cap 1PC 

L (Brake shoe)Bodysets+Screw+washer 2PCS(L/R) 

M Brake shoe(Carbon rim+ Alloy rim use) 2SETS(4PCS)   
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2ND STEP: APPLYING THE GREASE ON PART A/B/C/E.

To avoid smoothly when braking, please make sure below red area to apply the 
grease enough

Page4 /Page 17 

 

2nd step: Applying the grease on Part A/B/C/E. 
 
To avoid smoothly when braking, please make sure below red area to apply 
the grease enough. 

 

 

 
 

 

Part A: 

Part B: 

Part C: 

Part E: 
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3RD STEP: USING THE ALLEN WRENCH TO ASSEMBLE PART E/H/J ON 
PART A.

Please follow below picture to operate, the torque value is 5kgf.cm, when locking 
the screw, to make sure the Part E can move forward and back.

Page5 /Page 17 

 

3rd step: Using the Allen wrench to assemble Part E/H/J on Part A. 
 
Please follow below picture to operate, the torque value is 5kgf.cm, when 
locking the screw, to make sure the Part E can move forward and back. 
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4TH STEP: PUT THE BRAKE CABLE INTO THE BRAKE CABLE CAP.

To use the Pinchers to cut the brake cable, when the cable appeared the frame or 
fork around 20mm length, then put the cable into the brake cable cap, as below 
drawing show distance.

Page6 /Page 17 

 

4th step: Put the brake cable into the brake cable cap. 
 
To use the Pinchers to cut the brake cable, when the cable appeared the 
frame or fork around 20mm length, then put the cable into the brake cable 
cap, as below drawing show distance. 
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5TH STEP: KEEP 29mm BRAKE CABLE OUTER THEN CUTTING.

When the brake cable routed from the H/B brake lever, please pull tense the 
cable, the cable exceed 29mm to cut, allowance the tolerance is ±1mm.

Page7 /Page 17 

 

5th step: Keep 29mm brake cable outer then cutting. 
 
When the brake cable routed from the H/B brake lever, please pull tense the 
cable, the cable exceed 29mm to cut, allowance the tolerance is ±1mm. 
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6TH STEP: TO ROUTE THE CABLE INTO THE BRAKE.

Please follow up with below picture to put the cable into the triangle block, to 
make sure the cable is parallel with the triangle block end. Then using 3.0mm 
wrench to lock, using the torque wrench, to make sure the torque value is 3Nm.

Page8 /Page 17 

 

6th step: To route the cable into the brake. 
 
Please follow up with below picture to put the cable into the triangle block, 
to make sure the cable is parallel with the triangle block end. Then using 
3.0mm wrench to lock, using the torque wrench, to make sure the torque 
value is 3Nm.  
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7TH STEP: ASSEMBLE THE BRAKE ARM LIKE BELOW WAY:

Please followed below picture to assemble with Part B and Part C together, plea-
se make sure to distinguish with left and right. As the frame and the fork used the 
same brake, so please make sure to assemble 2 sets.
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7th step: Assemble the brake arm like below way: 
 
Please followed below picture to assemble with Part B and Part C together, 
please make sure to distinguish with left and right. 
  
As the frame and the fork used the same brake, so please make sure to 
assemble 2 sets. 
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8TH STEP: PUT THE ASSEMBLED ARM TO THE BRAKE BODY.

To assemble the arm into the brake body, to make sure the arm can be revolve 
smoothly.
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8th step: Put the assembled arm to the brake body. 
 
To assemble the arm into the brake body, to make sure the arm can be 
revolve smoothly. 
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9TH STEP: Locking left and right side M5 screw

To make sure the brake body hole in line with the frame and fork, then mounting 
M5 screw locked, using 3.0mm wrench to lock, the torque value is 5Nm.

Page11 /Page 17 

 

9th step: Locking left and right side M5 screw. 
 
To make sure the brake body hole in line with the frame and fork, then 
mounting M5 screw locked, using 3.0mm wrench to lock, the torque value is 
5Nm. 
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10TH STEP: To assemble the spring into the brake, following 
below:
Please be sure the spring will be put into the spring groove, make urespring(right/ 
left) completed inside groove like below.
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10th step: To assemble the spring into the brake, following below: 
 
Please be sure the spring will be put into the spring groove, make 
surespring(right/ left) completed inside groove like below. 
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11H STEP: Assembled Part G with the brake and make sure the 
brake arm is parallel.

Please follow below to assemble the adjusted screw on each side brake arm, 
meanwhile, please adjust both side the brake arm with parallel.
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11th step: Assembled Part G with the brake and make sure the brake arm is 
parallel. 
 
Please follow below to assemble the adjusted screw on each side brake arm, 
meanwhile, please adjust both side the brake arm with parallel. 
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25

12H STEP: According to your rim material to choose the 
correct brake shoes, then assemble.

According to consumer’s request to assemble the correct brake shoes, because 
different rim material using different shoes. To put the correct brake shoes to 
assemble in position, using 4.0mm wrench to lock, the torque value is 6Nm.
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12th step: According to your rim material to choose the correct brake shoes, 
then assemble. 
 
According to consumer’s request to assemble the correct brake shoes, 
because different rim material using different shoes. 
To put the correct brake shoes to assemble in position, using 4.0mm wrench 
to lock, the torque value is 6Nm. 

 
Key point: When the brake assembled in normal status, the shoes clearance 
should be 27mm, please to use the suitable rim. 

 

Key point: When the brake assembled in normal status, the shoes clearance 
should be 27mm, please to use the suitable rim.



INFORMAZIONI GENERALI DI SICUREZZA

26

e
n

g
The last step: Assembled the carbon cover on frame or fork.

When mounted the brake shoes in position, please assemble the carbon cover. 
So when the brake is assembled well. You are professional, Thanks so much.
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The last step: Assembled the carbon cover on frame or fork. 
 
When mounted the brake shoes in position, please assemble the carbon 
cover. 
So when the brake is assembled well. You are professional, Thanks so much. 
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The last step: Assembled the carbon cover on frame or fork. 
 
When mounted the brake shoes in position, please assemble the carbon 
cover. 
So when the brake is assembled well. You are professional, Thanks so much. 

 

 

5.7 INTEGRATED HANDLEBAR

The Flash 2 handlebar is integrated and one-piece construction in carbon fiber.
The features of the handlebar are directed to maximum torsional stiffness and 
capacity to upload the weight of the athlete.
Inner cable routing and width of 40 cm. The handlebar includes also carbon 
aerobar adjustable by bolts mechanism

Page 1 /Page 6 

TT bike small parts operating instruction
Welcome you to use ADK TT bike. When you received the framesets, you 
opened the carton, you will find the small parts bag in a box. 
Please follow below to assemble these parts, when you assembled the bike. 

As you know, it’s DI2 and mechanical cable routing convertible, you can 
choose the small parts what you want. 

1. You can find below grommet on stem, if you choose DI2 routing, please 
make sure to assemble the grommet without hole on both side; while 
Mechanical, please use the grommet with the hole on both side. Do not 
choose the wrong part. 

TT bike small parts operating instruction

Welcome you to use ADK TT bike. When you received the framesets, you
opened the carton, you will find the small parts bag in a box.
Please follow below to assemble these parts, when you assembled the bike.
As you know, it’s DI2 and mechanical cable routing convertible, you can
choose the small parts what you want.

You can find below grommet on stem, if you choose DI2 routing, please
make sure to assemble the grommet without hole on both side; while
Mechanical, please use the grommet with the hole on both side. Do not
choose the wrong part.
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Please follow below pictures to assemble the screws for both sides, be sure
to lock them tightly.

Page 6 /Page 6 

6. Please follow below pictures to assemble the screws for both sides, be sure 
to lock them tightly. 



DEDACCIAI reserves the right to partially or totally change
products, prices and warranty without notice.



Dedacciai Srl - Via Leonardo da Vinci, 19
26010 Campagnola Cremasca (CR) - Italy
Ph. +39 0373 74 499
info@dedacciaistrada.com
www.dedacciaistrada.com


